MAXIMUM CHARACTERISTICS

APPLICATION:

NON-WEATHERIZED, BULKHEAD MOUNT
SURGE:

TURN-ON:

600Vvdc N20%

TURN-ON TIME:

2.5ns for 2kV/ns

FREQUENCY RANGE:

10MHz to 1GHz

VSWR:

01.1to1 OVER FREQUENCY RANGE
INSERTION LOSS:

0 0.1dB OVER FREQUENCY RANGE
MAX POWER:

1.5kW @ 10 to 50MHz

375W @ 50 to 220MHz

125W @ 220 to 700MHz

50W @ 700 to 1000MHz
THROUGHTPUT ENERGY:
03.5mJ @ 3kA 8/200s WAVEFORM
TEMPERATURE: )
STORAGE: -55AC to +85AC
OPERATING: -50AC to +50AC
VIBRATION:

1G up to 100Hz

CE COMPLIANT

RoHS COMPLIANT

REVISIONS
REV. DESCRIPTION ECN DATE _[APPROVED
J REFER TO ECN 13175 4/22/15 EJD
HARDWARE KIT INCLUDES:
QTY DESCRIPTION ®)
1 | SCREW 10-32x.75 HEX MS 18-8 SS :
1 NUT 10-32 HEX 18-8 SS : @
2 WASHER 10 INT 4-10 SS
1 NUT 5/8-24 303 HEX SS ¢ .20[5.2]~ (%)
1 WASHER 5/8 410 SS
1 O-RING 114 EPDM ~—1.19[30.2 | —=
~—————2.25[57.2| ———

FOR TWO WAY RADIO AND SCADA APPLICATIONS

20KA IEC 61000-4-5 8/200s WAVEFORM MULTIPLE

WITH THE EXPORT ADMINISTRATION REGULATIONS. DIVERSION CONTRARY TO U.S. LAW PROHIBITED.
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™ BROADBAND 10MHz TO 1GHz
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